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FED. ROAD DIST. NO. 7 ILLINUIS! FED. AID PROJECT-

CONTRACT NO. 60F 10

NORTH RETAINING BILL OF MATERIAL

(&}
C F Bar No. Size Length Shape

a:\17049.869N\structures\2820_w_bwu\dwa\prefinal plans\37-north retain_wall3.dgn

T hI(E) | 120 #5 25-9”
s ] | o ;
[ | nlE) | 146 #6 9~ 5 —_—
n2(E) | 73 #5 4- 271 D
n3(E) | 247 #10 290" | D
BARS Ny (E). ng(E), & n3(E)
@ spl 9 #5 2527 | IV
Bar A B 9 W
nyE) | 8-7" 7" 5" o HE) | 4 #5 4-9” —
ngE) | 3°-7" 0" 7" 26E) | 26 #5 T I p—
nyE) | 27-7"] 1-5" | 114" < 13E) | 16 #5 1= 27 | e
t4(E) | 10 #7 147- 97 —_—
; t5(E) | 66 #7 267-2" | ——
cut Line 16(E) | 38 #7 - 27 | ——
E) | 16 #7 277" JE—
Q VIE) | 292 #6 0-107| —
@ v2(E) | 146 #5 107- 77 —
- wiE) | 39 #5 ELL X [e—
w2(E) | 87 #7 26-9" —
FIELD CUTTING DIAGRAM #2 T Lt S
Order bars full length. Cut bars In field as shown. Place patterns wa(E) | 2 #5 8- 107} e
@ & side by side as shown on sheet 35 for f(E) bars and wy(E) bars. w5(E) | 2 #5 15- 8" D —
wb(E) | 2 #5 226" —_—
wi(E) | 2 #5 307-57 _
| Bar A B C D E F w8(E) | 2 #7 247-107" | e
fe(E) [ 267-2"| 114" | 14°-10"| 137-0" | 137-2" | 13-#5 bars @ 12" cfs.
ts(E) | 267-2"| 1I’-4" | 14’-10"| 137-0" | 13-2" | 33-#7 bars @ 5" cfs. Structure Excavation Cu vd 542
ToE) [ 27-7"| 147-10"] 127-9" | 137-9" | 13- 10"| 8- #7 bars © 10" cfs. Braced Excavation Cu Yd 371
ws(E) | 317" | 287-4" 3-3" | 510" [5-G" | 4- #7 bars @ 5" ofs. Concrefe Sfructures Cuvd | 206
Reinforcement Bars Pound 9,650
Reinforcement Bars, Pound 55,940
Repair epoxy codting at field cuts per Epoxy Coated
1DOT Standard Specifications, Article 508.04 Non-Special Waste Disposal cu. Yd. | 1022.0
Drilled Shaft in Soll Cu. Yd. 110
Drilled Shaft in Rock Cu. Yd. 11
Geocomposite Wall Drain Sq. Yd. 126
Porous Granular Embankment Cu Yd 481
Permanent Steel Sheet Piling Sq Ft 1050
Notes:
1. Work this Sheet with Sheets 35 and 36.
2. Reinforcement bars designated (E) shall be epoxy coafed.
3. Min. lap length for # 5 bar is 2-2" and # 6 bar Is 2’-7"
4. Bars indicated thus 20 x 3-#I15 efc. indicates 20 lines of bars with 3 lengths per line.
5. See Sheet 24 of U.S. 6 Mainline Retaining Walls Along 159th Streei plans
for Pipe Underdrain Layout and Quantities..
6. See Sheet 45 for detalls of Porous Granular Embankment and
1 Pipe Underdrain for Structures 6°.
7. IDOT Approved Mechanical Reinforcing Bar Splicer/Coupler (E) is allowed for the n3(E) bars to
allow hooks at top to be spliced on after shafts are poured. Cost included in Reinforcement Bars,
Epoxy Coated.
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